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GENERAL NOTES

Reinforcement bors designaied (£} shall be epoxy cooted.

Plan dimensions and delails refative to existing plans are subject to nomingl
construction variations. The Contractor shall fleld verify existing dimensions and
details offscting new construction and moke secessory Gpproved adfustments prior
te construgtion or ordering of maleriais. Such verigtions sholt not be couse for
additional compensation for g change in scope of the work. however, the
Contractor will be pald for the quentity cotudlly furnished at the unit price bid
for the work.

Existing reinforcemsnt bors extending Inte removal grea shall be cleaned,
straightened and Incorporoted Inte the new consiruction. Any relnforcement bors

4\) that are domaged during concrele removal shalf be replaced with an approved bor

splicer or anchorgge system. Cost Included with Concrete Removal.

The deck surfoce shall hove Its Final finish surface tined according to Arficle
420.09(e)i of the Standard Specificafions. Cost Included with "Conorete Superstructure’

E ; Cleaning and Palriting of the existing structural sfeel and bearings shall be as
gk‘ y Af;‘f : " w ; Bk. W Abut specified in the Speciol Provision for "Claaning and Painfing Existing Steal
ola 8236200 S g Sta 825+75.00 Surfaces”. All beams. bearings, deck drains and ofher structural steel within 5
2. 41909 N 9 . in < ) . E/419.59 feat {measured glong the beom) of elther side of fhe deck joints sholl be clecned
‘ : B 0 € Pier #/ ! £ Plar #2 . N € Pier #3 g per Negr White Blosi Cleaning- SSPC-SPIO.
S St 824427.25 o Sta 824+78.50 & {1/ Slo 82542975
€ Brg. ST Elov 419.21 £l 419.34 =g £l 4l59.48 € Hrg—, The designated areas cleansd per near white blast cleaning SSPC-SPIU shal
2 ; be painted according to the regquirements of paint system }- QZ/E/U,  The color
; 5 - of the fingl finish coal for off cleaned surfoces shail moteh the existing steel.
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) 2 3 Contalnment of cleaning residue s required 1o control nulsance dust. See
2;) T = special provisions.
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; §* The exlsting cogting doss not contoin lead. By specification, a Clgss 2A
e containment is required o conigin nuisance dust from escaping into the
environment,
FS Joint openings sholt be adfusted acoording fo Article 520.04 of the Sid. Specs.
N when the deck 15 poured at an gmbient tempergture other tham 50° F.
Prorective coat sholl be placed on top/inside faces of poropets/wingwalis ond
on top of new concrefe af joints.
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